


















For more information about APC products, go to www.apc.com

Extended Run Tower Models

Note: Runtimes are expressed in hours and are a function of the total load in watts. The actual VA may be determined by using the appropriate power factor of the attached load.  The
SUA750XL and SUA1000XL can accept an unlimited number of external battery packs.  For the most accurate and comprehensive sizing information consult the Size-UPS section of APC's
website at www.apc.com.

SUA750XL/SUA1000XL with: 1 SUA24XLBP 2 SUA24XLBP 3 SUA24XLBP 1 UXBP24 2 UXBP24

200W 5.3 9.2 13.0 17.4 35.4

400W 2.5 4.6 6.7 9.0 18.7

600W 1.5 3.0 4.4 6.0 12.6

800W1 1.0 2.1 3.2 4.4 9.4
1 Does not apply to SUA750XL.

SU2200XLNET, SU2200XLTNET with: 1 SU48XLBP 2 SU48XLBP 3 SU48XLBP 1 UXBP48 2 UXBP48

600W 2.2 3.6 5.0 6.5 12.2

800W 1.5 2.6 3.6 4.8 9.2

1400W 0.7 1.3 1.9 2.6 5.1

Extended Run Rack-mount Models

1 Does not apply to SU2200RMXL3U
2 Does not apply to SU2200RMXL3U or SU3000RMXL3U

APC Smart-UPS with UX battery packs provide ultra-extended runtime for maximum uptime

Battery Packs
SPECIFICATION SUA24XLBP/SU48XLBP/SU48BP SU24RMXLBP2U SU48RMXLBP SU48R3XLBP UXBP24/UXBP48

Maximum Dimensions (H x W x D) 8.5 x 6.7 x 17.3” 3.37 x 17 x 19" 7 x 19 x 17.8” 5.25 x 19 x 26" 12.2 x 17.6 x 29.7”

Net Weight (lbs.) 69 lb. 67 lb. 136 lb. 140 lb. 280 lb.

Shipping Weight (lbs.) 73 lb. 80 lb. 153 lb. 155 lb. 314 lb.

Replacement Battery Cartridge RBC11 (2) RBC 26 (2) RBC11 (2) RBC 27 RBC13

Pricing Level for Service Options SB-11 SB-12 SB-12 SB-12 SB-12

New! New!
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Note: Runtimes are expressed in hours and are a function of the total load in watts. The actual VA may be determined by using the appropriate power factor of the attached load. The UXBP48
is not rack mountable. For the most accurate and comprehensive sizing information consult the Size-UPS section of APC's website at www.apc.com.

SU1400RMXL3U with: 1 SU24RMXLBP2U 2 SU24RMXLBP2U 3 SU24RMXLBP2U 8 SU24RMXLBP2U 10 SU24RMXLBP2U

300W 2.5 5.0 7.2 18.4 22.8

500W 1.5 2.9 4.3 11.2 14.0

800W 0.8 1.6 2.5 7.0 8.7

1000W 0.5 1.2 2.0 5.5 7.0

SU2200RMXL3U, SU3000RMXL3U, 1 SU48R3XLBP 2 SU48R3XLBP 3 SU48R3XLBP 8 SU48R3XLBP 10 SU48R3XLBP

(SU5000RMXLT5U, SU5000R5XLTXFMR) with:

800W 2.0 (2.8) 3.8 (4.4) 5.5 (6.1) 14.0 (14.5) 17.5 (18.0)

1400W 1.0 (1.5) 2.0 (2.5) 3.0 (3.5) 8.0 (8.5) 10.0 (10.5)

2000W1 0.5 (0.9) 1.3 (1.6) 2.0 (2.3) 5.5 (5.8) 7.0 (7.3)

3000W2 (0.5) (1.0) (1.4) (3.8) (4.7)

Smart-UPS® XL and UX Battery Packs
Long battery life 
By packaging the batteries in an enclosure separate from the UPS elec-
tronics, the batteries operate at reduced temperatures. Battery life is fur-
ther enhanced through CellGuard intelligent battery management with
high precision FastCharge™, and automatic true-load battery tests.

APC Smart-UPS XL increases your availability with N+1 batteries
Extended battery packs running in parallel with internal batteries pro-
vide extended runtime and redundancy, if a battery should fail. Smart-

UPS XL battery packs are hot-swappable so you never have to take
down your mission-critical loads to service the unit.

Simple maintenance
A battery change usually requires trained service personnel or the
expense of hiring an electrician. This is not the case with APC’s Smart-
UPS XL. The modular Smart-UPS XL allows the user to easily replace
battery packs in minutes, while the protected equipment remains up and
running.

APC Smart-UPS® 750XL and 1000XL
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Management Peripherals for Smart-UPS

InfraStruXure™ Manager

Server appliance designed to manage a zone of InfraStruXure™ devices.
•  Single IP address provides access to multiple InfraStruXure™ devices 

•  User configurable actions allow immediate notification of critical power and
environmental events

•  Provides remote management capabilities

•  Provides historical data for each device, such as voltages, load, and temperature

PowerChute Business Edition

Department-level management software,

enabling IT administrators to provide safe sys-

tem shutdown and UPS management for

servers and workstations.

• Centrally manage up to 25 UPSs simultane-
ously over a network

• Recommended Actions speed troubleshooting

• Mass configuration makes UPS configuration fast and easy

• Power Analysis alerts users to unusual power situations

APC Network Management Card with
PowerChute Network Shutdown
Provides network interface and standards based
management for APC UPSs.

• 10/100 BaseT card with upgradeable memory

• Configure and control the UPS securely via Web, Telnet, and
SNMP

• Scheduling, Data, and Event logs provide advanced tools to control
and diagnose UPS events

• Configurable event handling and e-mail notification

•   Multi-UPS coordination for dual-corded servers

2-Port/8-Port Interface Expander
UPS card/peripheral for network administrators that pro-
vides safe system shutdown for multiple operating systems
in rack, computer room, and data center environments.

PowerView
Hand-held control panel for network administrators that
configures and controls UPSs in rack, computer room, and
data center environments.

UPS Management Peripherals

Relay I/O Card
UPS card for network administrators to control and
monitor power through a dry-contact interface in rack,
computer room, and data center environments.

Environmental Monitoring Unit
Network manageable device enabling monitor-
ing of basic environmental conditions

• Temperature and humidity monitoring

• Four user-definable contact closure inputs for
use with water, smoke, physical security, or
other sensors

Environmental Management

Environmental Management System
Network manageable device enabling com-
prehensive environmental management

Environmental Monitoring Card
UPS enhancement card enabling monitoring of
basic environmental conditions

• Temperature and humidity monitoring

• Four user-definable contact closure inputs for
use with water, smoke, physical security, or
other sensors

Out-of-Band Management Card
UPS card for network administrators to manage UPSs
remotely via modem throughout the network.

• Temperature and humidity monitoring
• 9 user definable contact closure inputs
• Water, smoke, motion, physical security,

and vibration sensors available
• Alarm beacon capable
• 2  controllable power outlets
• 8 port 10/100 Ethernet switch

MasterSwitch Plus
Remotely control power to individual outlets and moni-
tor the aggregate power consumption via local and
remote displays.

Remote Power Off
Immediately turn off APC UPS output via remote switch. It
may also be used with an EPO to remotely control power
during emergencies.



Hardware Accessories

4-Post Rail kit Part# SUO32A

(pictured) All Smart-UPS Rack-mount models ship
with rail kits, however, additional kits are available.

Choose your Input Plug carefully:
Selecting an input plug rated for fewer amps than the supplied plug will restrict the

input and output of the UPS.  The table to the left specifies the allowable choices
and UPS load ratings for each input plug.  If your ideal plug or receptacle configura-
tion is not listed, please contact APC’s customer service team for special options.

Smart-UPS® Wiring Devices and Hardware Accessories

The SU039, SU039-1 and SU039-2 are four-foot battery extension cables for
use with APC's 24 and 48 volt battery packs. The extension cables provide the
flexibility of placing the connected batteries a maximum of five feet away from
the Smart-UPS unit.

SU039: Cable, 4' Extension for SU48XLBP,
SU48RMXLBP, UXBP48

SU039-1: Cable, 4' Extension for SU48BP

SU039-2: Cable, 4' Extension for SU24XLBP, UXBP24

Input Plugs and Options (actual max power out is model dependent)

* Standard plug shipped on Smart-UPS

NEMA 5-20*
120 VAC
20 Amps

NEMA L6-30
208 Vac
Locking
30 Amps

NEMA 5-15
120 VAC
15 Amps

NEMA 5-50
120 VAC
50 Amps

NEMA L6-20
208 Vac
Locking
20 Amps

NEMA 5ALT-20
120 VAC
20 Amps

* also referred to as 5-20RA (Canada) or T-Slot
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MODEL         VOLTS       PLUG TYPE     AMPS         MAX POWER OUT

2200 120V 5-15P 15 1200VA/870W

5-20P* 20 1600VA/1160W
1920VA/1920W

L5-30P 30 2200VA/1600W

2200 208V L6-20P* 20 2200VA/1600W

2200XL 120V 5-20P 20 1300VA/950W

L5-30P* 30 2200VA/1600W

2200XL 208V L6-20P* 20 2200VA/1600W

3000 120V 5-20P 20 1600VA/1160W

L5-30P* 30 2550VA/1900W
2200VA/2200W
2880VA/2700W

5-50P 50 3000VA/2250W
3000VA/2400W
3000VA/2700W

3000 208V L6-20P* 20 3000VA/2250W

L6-20P 20 3000VA/2700W

5000 208V L6-30P* 30 5000VA/3750W

APC offers a full range of rack mounted PDUs, for more information go to www.apc.com.

Shelf Assembly Part# SUO46

This optional shelf is capable of supporting a 70lb
load and may be used to wall-mount a Smart-UPS
Tower model.

Extension Cables

External Power Distribution Units

Vertically Mounted Basic PDU 
Part# AP9567

Uses 0 U of rack space. Input plug 5-15P,
output, 14x5-15R.

Part# AP7530

Uses 0 U of rack space. Input plug L5-20P,
output, 24x5-20R

Vertically Mounted Metered PDU
Part# AP7620

Monitors the aggregate power consumption
via a digital display. It uses 0 U of rack space
and provides (24) 5-20R outlets.

Input plug, L5-20P

2-Post Rail kit Part# AP9625

This optional kit provides the ability to mount larger
Smart-UPS models in traditional 2-post racks.

MasterSwitch 
Part# AP9229

Remotely control power to individual outlets
and monitor the aggregate power consump-
tion via local and remote displays. Uses 0 U
of rack space.

Input plug: IEC320 C20 (120, 208, 230VAC)

Output; 8xIEC320 C13

NEMA L5-30
120 VAC
Locking
30 Amps
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Output Options - Integrated Power Distribution Units (PDUs) for use with 120V models only
The following accessories are available separately, and can adapt the standard output configuration to your specific needs.
(Product specification tables show standard input and output configurations).

Hard Wire Kit Part #SU031
The Hard Wire Kit for 2200/3000VA provides all the necessary panels and mounting hardware and can be used to replace the outlets and/or input power cord
that is originally furnished with the UPS. The input and output panels are designed with knockouts for use with standard- sized cable or conduit clamps. Cable
or conduit clamps are not included in this kit. 

Input Plug:

L6-30P

Output: 

4xL6-20R

Input Plug
L6-30P

Output:
4xL6-15R, 4x6-
15R, 1xL6-30R

MXA107
MXA104MXA102

Input Plug:

L6-30P

Output: 

4xL6-30R

Output Options - External Power Distribution Units (PDUs) for use with all 208V models

Voltage In: 208 Vac
Voltage Out: 208 Vac

Voltage In: 208 Vac
Voltage Out: 208 Vac

Part# AP9558 Horizontal Single Phase Power
Distribution Unit                                     

Input plug: IEC 320 C19 to L6-20P
Output: 12x IEC 320 C13

Voltage in: 208VAC
Voltage out: 208VAC Input plug - L6-30P

Output 12x5-20R
Voltage In: 208 Vac.
Voltage Out: 120 Vac

Part #AP9621   APC Step-down Transformer (beige)
Part #SUTF2     APC Step-down Transformer (black)

Backplate Part # For Use With 5-15R 5-20R L5-15R L5-20R L5-30R
SU027RM 5U models 6 n/a n/a n/a 1

SU028RM (SU2200RMXLNET 4 n/a 4 n/a n/a

SU029RM and SU3000RMNET) 4 2 n/a 1 n/a

SU027RM3U 3U models 6 n/a n/a n/a 1

SU028RM3U (SU2200RMXL3U and 4 n/a 4 n/a n/a

SU029RM3U SU3000RMXL3U) 4 2 n/a 1 n/a

SU027RM2U 2U models 2 2 n/a n/a 1

SU028RM2U (SUA2200RM2U and 3 n/a 4 n/a n/a

SU029RM2U SUA3000RM2U) 2 2 n/a 1 n/a

SU027 SU2200NET, 6 n/a n/a n/a 1

SU028 SU2200XLNET, 4 n/a 4 n/a n/a

SU029 SU3000NET 4 2 n/a 1 n/a
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APC Smart-UPS Awards
2003 Recommendation of the Editor, PC Professional Magazine

(Germany) 

2003 PC Plus Gold (9 of 10 stars), PC Plus Magazine (Spain)

2002 Editor’s Choice, Computer Reseller News

2002 Reader’s Choice, ComputerWorld Magazine (Hong Kong)

2002 Best Buy, PC World (China)

2002 Star Performer, Asia Computer Weekly’s Reader’s Choice

2002 Best UPS, Technology and Business magazine (Australia)

2002 Best Line Interactive UPS, PC Direct (Germany)

2002 Editor’s Choice and Highest Efficiency, PC Magazine (Greece)

2002 Editor’s Choice, 01 Reseaux (France)

2002 Recommended, PC Open Magazine (Italy)

2001 Best in Show Finalist, Networld and Interop

2001 Best product, ComputerWorld (China)

APC Corporate Awards

2003 Fortune Magazine, Fortune 1000

2003 Forbes Magazine, Forbes 500

2003 Network World 200, No. 52 (Network World’s annual ranking
of the 200 largest North American network companies)

2003 BusinessWeek, S&P 500

2002 InformationWeek 500, No. 117

Global Service Programs

Warranty Services

PowerPlan Extended Warranties
• Next business day replacement of unit / parts
• 24x7 Telephone Technical Support

On-Site Support Service
• Next business day on-site replacement of unit / parts
• 24x7 Telephone Technical Support

Replacement Battery Cartridges
• Genuine APC replacement batteries
• Use of non-APC batteries voids APC’s Equipment Protection Plan
• Free freight return of old batteries, ensures proper disposal and

protection of the environment (available in the U.S.A. only)

Other Installation and Consulting Services
• Start-up Service
• Network Integration
• Power Audit Consulting Service

Smart-UPS Service Recommendations

APC Smart-UPS are easy to install and maintain, but for

customers who desire hands off service, APC can provide

start-up and on-site services. Additionally, extended war-

ranties are recommended for those customers who prefer

to keep their UPS for extended periods of time.  

Awards
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For more information call:
Tel: 800 800 4APC - US & Canada
Tel: 401 789 0204 - World wide

APC Corporate
APC North America
132 Fairgrounds Road
West Kingston, RI 
02892  USA
Call: 888 289 APCC
Ext. 6263
Fax: 401 789 3710

APC Latin America
5301 Blue Lagoon 
Drive #610
Miami, FL 33126 USA
Call: 305 266 5005
Fax: 305 266 9695

APC Europe
APC Ireland
Ballybrit Business Park
Galway, Ireland
Call: +353 91 702000
Fax: +353 91 756909

APC Asia Pacific
APC Australia
Level 27 Northpoint
100 Miller Street
North Sydney, NSW 2060
Call: +61 2 9955 9366
Fax: +61 2 9955 2844

Visit: www.apc.com
E-mail: apcinfo@apc.com
Web Support: :
http://www.apc.com/support
PowerFax™: 800-347-FAXX

APC’s Manufacturing System is
certified by ISO 9001 and ISO
14001 Standards

With InfraStruXure™ Type A, one part number gives you a complete, pre-engineered
solution that includes these integrated components, plus a three year warranty:
NetShelter® VX, UPS, APC Network Management Card, Environmental Monitoring,
Rack-mount PDU, and Cable Management. InfraStruXure is available from 1kW - 5MW. 
For more information on InfraStruXure visit www.apc.com.

InfraStruXure™

Type A: Scalable rack systems optimized for server room
environments with 1-10 racks. Each InfraStruXure™ Type A
includes these integrated components:

Network Management Card EX with
Environmental Monitoring
For built-in Web manageability,
network shutdown, and
environmental monitoring inside
and outside of the racks.

Symmetra® N+1 redundant
Modular, N+1 redundant 6 or 12kVA UPS
with hot swap electronics and batteries
and automatic system bypass.
Ideal for environments with:

• Mission critical applications
• Mixed 120/208V loads
• Power density > 1.5kVA per rack
• Power density < 1.5 kVA per rack

Smart-UPS® Rack-mount
1.4, 3, or 5kVA UPS with hot swap batteries.
Ideal for environments with:

• Power density < 1.5 kVA per rack
• Less critical applications
• 120V loads

Rack-mount PDU
With digital metering to avoid overload-
ing circuits. (Metered PDU not available
on Smart UPS less than 5kVA)

Cable Management
Brackets create ample space for running
network cables safely out of the way.

NetShelter® VX
Optimal enclosure for the entire IT environment including
servers, networking and storage devices.

Your Choice of UPS:
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